
Journal of Non-Crystalline Solids 376 (2013) 43–49

Contents lists available at SciVerse ScienceDirect

Journal of Non-Crystalline Solids

j ourna l homepage: www.e lsev ie r .com/ locate / jnoncryso l
Spectral UV losses in 355 nm pulsed laser delivery system
at low temperatures
J.C. Heimann a,c, C.P. Gonschior a,c, K.-F. Klein a,c,⁎, G. Hillrichs b, E. Takala d

a Technische Hochschule Mittelhessen, Competence Center “Optical Technologies and Systems”, Wilhelm-Leuschner-Str. 13, 61169 Friedberg, Germany
b Hochschule Merseburg, Geusaer Str. 88, 06217 Merseburg, Germany
c TransMIT GmbH, CeFiL, Saarstr. 23, 61169 Friedberg, Germany
d CERN, Department TE-MSC, 1211 Geneva 23, Switzerland
⁎ Corresponding author. Tel.: +49 6031 604 214; fax
E-mail address: Karl-Friedrich.Klein@iem.thm.de (K.

0022-3093/$ – see front matter © 2013 Elsevier B.V. All
http://dx.doi.org/10.1016/j.jnoncrysol.2013.04.042
a b s t r a c t
a r t i c l e i n f o
Article history:
Received 20 November 2012
Received in revised form 5 April 2013
Available online xxxx

Keywords:
355 nm pulsed laser;
Multimode fibers;
UV defects;
Precursor;
Low temperatures
For a delivery system using high OH polyimide coated all-silica multimode fibers the photo degradation and
recovery were investigated for 355 nm pulsed laser radiation at a cryogenic temperature of 77 K (liquid ni-
trogen) and at room temperature, as reference. For comparison, UV-induced fiber losses generated during
light transportation of a deuterium lamp were measured. For these quite different light sources the efficiency
of defect generation including UV-induced optical absorption at 214 nm and at 265 nm is significantly differ-
ent at both temperatures used in these studies. At 77 K, the UV-induced optical loss at 214 nm is significantly
reduced, while the same loss at 265 nm is increased, for the tested high OH fibers. In addition, the values of
both losses are rapidly changed when the fiber is warmed up from 77 K to room temperature. The observed
temperature dependent growth kinetics of UV-induced absorption at 214 nm is considered to be explained
by at least two different mechanisms of defect generation.

© 2013 Elsevier B.V. All rights reserved.
1. Introduction

Many applications of UV laser radiation at 355 nmwavelength are
based on fiber optics. In the past, several details about multimode
fiber properties at this wavelength have been investigated [1–3].
The commonly used UV fibers consist of an undoped synthetic silica
core and a Fluorine-doped silica cladding, surrounded by a polymer
coating. The basic attenuation of these fibers at 355 nm is typical in
the order of 0.2 dB/m, while the nonlinear attenuation due to two
photon absorption was estimated to be less than 10−6 cm/MW [2,4].

Caused by UV irradiation using pulsed 355 nm lasers, additional
spectral loss is generated in these fibers in the wavelength region
below 300 nm. These UV-induced absorption bands are correlated
with two optically active paramagnetic defects in these fibers: the E′
center with an unpaired sp3 electron on a threefold coordinated Si
atom (`Si•) with an absorption band at 5.8–5.9 eV and the
non-bridging oxygen hole center (NBOHC) (`Si\O•) with an ab-
sorption band at 4.8 eV [5–7]. These defect centers are generated
from different pre-existing centers (precursors) during the light
transportation itself by one- or two-photon absorption. Due to further
improvements in manufacturing of preforms and fibers, the concen-
tration of UV defects or precursors after fiber drawing could be signif-
icantly reduced in the fiber core, based on high OH (>600 ppm) and
low OH (b1 ppm) synthetic silica [8–11]. For these studies and for
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quality control of improved commercially available material, a setup
with broadband deuterium lamp was used to generate UV damage
at 214 nm wavelength due to a one-photon process [12,13].

In silica bulk, different kinds of optically active oxygen-deficiency-
related E′ centers are supposed to be generated by transformation of
precursors, such as non-relaxed oxygen vacancies ODC(II), impurity
bonds like Si\H and Si\Cl groups or “strained” Si\O\Si bonds
[14–16]. The annealing of defect centers by passivation with molecular
hydrogen is a well-known feature of high OH fiber material that is de-
scribed in details elsewhere [13,17–19]. In high OH silica, a new
model for the generation of the optical absorption bands in the wave-
length region from 200 nm to 300 nm in high OH silica was proposed
[20], taking temperature as a parameter into account.

The passivation of E′ centers in low OH bulk material has been
shown to be a thermally activated process [21]. In high OH fibers, hy-
drogen molecules are available in small concentrations; therefore, the
temperature dependent diffusion of hydrogen described in Ref.
[22,23] affects the passivation of the UV defects.

The damage of UVfiberswith undoped synthetic silica core has been
studied in excimer laser delivery systems at room temperature [24,25].
In addition to these lasers at 193, 248 and 308 nm, highly-efficient
pulsed or continuous wave lasers based on the 3rd harmonic of Nd:
YAG laser at 355 nm wavelength are of commercial interest, too. Be-
cause the photon energy is 3.5 eV, the deep-UV defects with absorption
at 214 nm (5.8 eV) or 265 nm (4.7 eV) cannot be generated by
one-photon absorption in these UV fibers. Although two-photon ab-
sorption [2,4] at 355 nm is at least one and a half orders of magnitude
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lower in comparison to the excimer lasers, the deep-UV defects can be
generated. In addition to two-photon processes, two-step processes to
generate the optical defects have also been observed in these UV fibers
[26], using 355 nm high power pulsed Nd:YAG laser. Based on applica-
tion requirements, the studies including surface damage [1,27] have
commonly been carried out at room temperature.

Due to increasing interest in delivery systems at lower temperatures
(liquid nitrogen, liquid helium), such as studying the stability of
superconducting strands around 4 K, first results of spectral transmission
losses after 355 nm pulsed laser irradiation at cryogenic temperatures
have been presented [28,29]. In addition to the generation of defects infi-
bers (with or without hydrogen loading) at 4 K due to 355 nm irradia-
tion, the bending losses of a 1.2 m long fiber including 4 loops with
25 mm diameter during the cooling-down phase were interesting for
the application. At 4 K, a nearly wavelength independent loss of approx-
imately 1.6 dB was measured caused by micro-bending due to the
mismatch of thermal expansion of polyimide coating and silica fiber [28].

So far, studies on the photo-darkening and recovery in silica bulk
samples, e.g. generation and stability of E′ centers induced by 4.7 eV
laser radiation, have been carried out [26,30,31]. In addition, the tem-
perature dependencies and post UV irradiation annealing of E′ centers
[19,21] in SiO2 in the presence of hydrogen, were studied in detail.

In the past, temperature dependent generation and recovery of
defects in optical fibers induced by pulsed 355 nm Nd:YAG lasers
have not been studied in detail. Stimulated by the application, tests
for a light delivery system at 355 nm wavelength were carried out
at 4 K (liquid helium) [28,29]. Complimentary to these tests, the fol-
lowing studies will focus on the properties of UV fibers with undoped
high OH silica core at 77 K (liquid nitrogen). First results of fiber dam-
age using a 355 nm high pulsed Nd:YAG laser will be shown; in addi-
tion to the fiber losses at 355 nm, the spectral UV damage is added.
Furthermore, a focus will be on the recovery of UV-induced absorption
bands at 77 K and room temperature; especially, the changes of these
bands (generated at 77 K) during the short warming-up phase are in-
cluded. For comparison, the spectral damage of UV fibers irradiated
with a deuterium lamp at both temperatures will also be shown.

2. Experimental setup and test fibers

A sketch of the two main setups with principle components is
shown in Fig. 1. The first setup consists of a Nd:YAG high pulse power
laser system (HPP) as the light source LS. The Flare laser manufactured
by InnoLight [32] has the following parameters: 355 nm wavelength,
90 μJ maximum pulse energy, 10 ns pulse width and a maximum repe-
tition rate of 200 Hz. Using an imaging system IS, the laser beam was
coupled into thefiber under test FUT. ADewar flaskwith liquid nitrogen
sustained the FUT with a well-defined bent and two straight sections of
Fig. 1. Measurement setup with principle components; LS: light source (355 nm HPP
laser or deuterium-lamp); Att: attenuator; Sh: shutter; IS: imaging system; C: coupling
unit including SMA adapter and translation stage; De: Dewar flask; FUT: fiber under
test with SMA connector and total length Ltot = LRT,1 + LRT,2 + L77K; DS: detector
system (thermopile or pyro-electric detector for 355 nm laser; fiber-optic coupled
spectrometer); Sp: splice between FUT and feeding fibers of same diameter and clad-
ding core ratio, if needed; only the fiber section with the length L77K is cooled down
to 77 K (liquid nitrogen).
approximately 0.2 m at a cryogenic temperature of 77 K. To reduce the
influence of the fiber bending, only fiberswith 100 μmcore and 110 μm
cladding diameter were used. Further, two feeding sections with
lengths LRT,1 of typically 0.3 m were kept necessarily at room tempera-
ture; testing a FUTwith high UV-induced losses, a low loss feeding fiber
was spliced to the FUT. The distal end of the FUT was mounted in front
of a detector system DS; in addition to a thermopile power meter
(PS19Q, Coherent, Inc. [33]) for measuring average power, pulse ener-
gies were evaluated using a pyroelectric detector (PEM100, LTB Berlin
GmbH [34]). The fiber end faces were not polished, but cleaved and
glued subsequently into SMA connectors C. These connectors were
mounted into SMA adapters, placed on translation stages.

In order to avoid mechanical damage of the fiber front face during
HPP irradiation, a rotatable dielectric mirror for 355 nm was used as
an attenuator Att to adjust the pulse energies. Transmission and reflec-
tion of this mirror depend on the rotating angle [1]. For the HPP, the
maximum pulse energy coupled into the fiber front face was approxi-
mately 20 μJ according to a peak power of 2 kWwhich leads to a maxi-
mumpeak power density of 25.5 MW/cm2, averaged over thefiber core
cross-section area. For 4 h tests, the total dose was 367 GJ/cm2. In addi-
tion, a shutter Sh is placed between the light source and the fiber.

All spectral measurements were performed using a standard deute-
rium (D2) lamp DO660/05J from Heraeus Noblelight [35] as a broad-
band light source and an optimized imaging system. The distal end of
the FUT is coupled into a fiber-optic spectrometer (FOS) USB4000
from Ocean Optics [36] with UV-enhanced grating for deep-UV used
as detector system DS. In order to reduce the noise in the FOS-signal
and in the UV-induced loss spectra, either adjacent average with 9
points or Fast-Fourier-Transformation filter smoothing with a cut-off
frequency of 0.36 (arb. units) using 15 supporting points was
performed after the measurements. This whole system for measuring
the spectral UV-induced losses at room temperature is described in de-
tails elsewhere [12,13,38].

In the case of fiber damage, the shutter is open and the spectral
UV-induced losses L(λ,t) can be easily determined by the wavelength
and time-dependent FOS signals [12,13]:

L λ; tð Þ ¼ 10⋅ log FOSS λ; t ¼ 0ð Þ=FOSS λ; tð Þð Þ ð1Þ

with [L] = dB.
Either the UV-induced loss spectra L(λ) at selected points ti of

time or the time-dependent losses L(t) at selected wavelengths λi

(e.g. 214, 229, 245, 254, 265, 330 nm) will be derived from the data
collected. Because there is no optical absorption band in high OH sil-
ica at 330 nm, this wavelength is used to control the stability of the
D2 lamp, especially for long test runs.

The position of the shutter Sh is controlled by software via electri-
cal TTL output of a computer. Two cases will be distinguished. With
an open shutter, the photo-darkening of the FUT with D2 lamp is mea-
sured. During recovery after UV damage, the deuterium irradiation is
blocked to mainly avoid additional damage. For each measurement
point, however, the shutter is opened for 2 … 5 s, only; within this
small interval in comparison to the long period of darkness, the UV
damage is negligible [12,13,38]. For the following studies at 77 K,
the Dewar flask (see Fig. 1) with liquid nitrogen was added to the
standard setup. The D2 lamp DO660/05J from Heraeus Noblelight
[35] was mainly used in operation; for comparison, a Hamamatsu
D2 lamp L10290 [38] was used, too, because the spectral power
coupled into the fiber was significantly higher for wavelengths
>220 nm, as shown in the inset of Fig. 2. In addition to the spectral
power, many other wavelength dependent test parameters have to
be controlled carefully to receive comparable results in respect to
the final saturation level of UV damage, e.g. total running time and
electrical current of the lamp, imaging system, position of fiber front
face related to a well-defined focal point of a lens system, tempera-
ture, duration of test, and fiber length. In the presence of oxygen,
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the generated ozone between lamp and fiber input will reduce the
deep-UV power significantly in the wavelength region below 195 nm.
Due to the degradation of the D2 lamp itself, there can be slightly
lower levels of saturation with longer time of operation; however, this
reduction can be compensated for by a higher current generating the
UV-emitting plasma in the 0.5 mm aperture.

Two different UV fiber types manufactured by Polymicro Technolo-
gies [10] have been examined: standard FVP fiber (1st generation) and
FDP fiber (4th generation). These fiberswere all-silicamultimode fibers
(MMF) with undoped high OH (>600 ppm) silica core and F-doped sil-
ica cladding leading to a step-index profile. Formechanical strength, the
silica fiber is surrounded by a polyimide coating. The core diameter and
the numerical aperture of both fiberswere 100 μmand 0.22, respective-
ly. The significant improvements within the last years led to the 4th
generation of UV fibers with different core diameters. Currently, the
commercially available FDP fiber can be specified as follows: the
UV-induced defects at 214 nm and 265 nm wavelengths lead to loss
levels b 1 dB in 2 m long fiber samples with 200 μm core diameter
[9,10]. On the other hand it is known, that these losses increasewith de-
creasing core diameter [10]. For higher resolution, the length of the
FDP–FUTwasfixed at 5.0 m for the following tests. Inmeantime, the in-
duced losses in a 100 μm core FDP-fiber could be further reduced by a
factor of more than two. For comparison, the FVP-fiber was also exam-
ined. Because the UV-induced losses at 214 nm and room temperature
are nearly two orders of magnitude higher, the length of the FVP–FUT
was fixed at 0.5 m; as pointed out above, two 0.3 m feeding pre-
damaged FDP fibers were spliced on both sides to avoid the significant
decrease of spectral power below 225 nm in the FVP–FUT at room
temperature.

3. Results

The commonly used D2 lamp DO660/05J produced by Heraeus
Noblelight [35] proved to be very efficient in generation of UV defects
in high OH UV fibers below 300 nm. In Fig. 2, only the main absorption
band at 214 nm was monitored with a maximum of about 4 dB after
2 h of irradiation, using our standard FUT, and FDP, with 5 m length.
After approx. 2 h, the loss at 214 nm is saturated. The 330 nm signal,
used for control purposes to see power fluctuations, showed that the
stability of the D2 lamp at this wavelength with less than 0.15 dB is
good.

The FOS signals in the inset of Fig. 2 are proportional to the spec-
tral power densities, at one wavelength. However, the transfer factor
in the spectrometer, from spectral (input) power to spectral (output)
Fig. 2. Growth kinetics of induced losses in 5 m FDP fiber at 214 nm and 330 nm, using dif-
ferent D2 lamps from different suppliers (Heraeus Noblelight DO660/05J [35], Hamamatsu
L10290 [38]); the variation of FOS signal at 330 nm wavelength is monitored to show the
drift in the system due to lamp plasma; inset: FOS signal using the two different D2 lamps,
at the beginning of the UV irradiation on a logarithmic scale (details in text).
photo-charge, is strongly wavelength dependent. Therefore, the fol-
lowing comparisons are only qualitative. It is obvious, that the spec-
tral power of the Hamamatsu D2 lamp L10290 [38] was significantly
lower in comparison to the Heraeus lamp for wavelengths b210 nm
(inset of Fig. 2). As a consequence, the UV-induced loss at 214 nm is
significantly lower during the 4 h UV irradiation: the saturation
level is not reached, and the gradient of the loss each time is smaller
by at least a factor of three.

For determining the length dependent UV-induced attenuation
(unit: dB/m) the fiber sampleswere gradually cut back by 0.5 m several
times. Because of low attenuation and the absence of strong UV absorp-
tion bands at 355 nm, the power or power density decreases only a
small amount over the fiber length (0.5 dB between the input and the
output sides). As a consequence, the UV-induced attenuation at
214 nm, generated with the 355 nm HPP laser system, decreases only
slightly along thefiber (Fig. 3, left). Using a linear approximation, the re-
gression analysis based on least-squares method leads to the following
equation: αUV (z) = 4.15 dB/m − 0.20 dB/m2 · z, with the correla-
tion coefficient r2 = 0.326.

For comparison (Fig. 3, right), the induced attenuation at 214 nmgen-
eratedwith the Heraeus D2 lamp shows an exponential decrease over the
fiber length, from approx. 1.5 dB/m to 0.5 dB/m. The damaging spectrum
of the D2 lamp is significantly changed along the fiber. Especially below
225 nm, the increasing basic attenuation with decreasing wavelength
and higher induced attenuation at 214 nm have to be taken into account.
Therefore, the exponential decay approximation leads to the following
equation: αUV (z) = 0.85 dB/m · exp(z/0.96 m) + 0.56 dB/m with the
correlation coefficient r2 = 0.874.

In Fig. 4, the temperature dependent mechanisms of defect gener-
ation in FDP- and FVP–FUT are shown, each after irradiation for 4 h
with the Heraeus D2 lamp. Themain absorption band at 214 nm is ob-
vious, with an induced loss of about 3.5 dB (FDP 5.0 m length) and
8.0 dB (FVP 0.5 m length); as shown in Ref. [37], the 214 nm optical
absorption is >50 dB for a 4.0 m long FVP-sample. On the other
hand, the irradiation in liquid nitrogen at 77 K results in a significant-
ly smaller optical absorption band at 214 nm of 0.3 dB (FVP 0.5 m
length) and 2 dB (FDP 5 m length). In addition, at 77 K, the FDP–
FUT features an optical absorption band at 265 nm, which did not
occur at room temperature at this significant level. Taking the differ-
ent fiber lengths into account, the FDP fiber [9,10], which has been
optimized and improved at room temperature, is not superior at liq-
uid nitrogen temperature (77 K) in comparison to the FVP fiber.

Using the 5 m long FDP-fiber, only, more details about spectral
photo-darkening and post-irradiation recovery at different temperatures
Fig. 3.UV-induced attenuationαUV (λ = 214 nm, z) at 214 nm in 5 m FDP fiber samples,
depending on the fiber position z after 4 h UV irradiation with the 355 nmHPP laser [32]
(left diagram) and Heraeus D2 lamp [35] (right diagram); the selected fitting functions
due to regression analyses are: αUV (z) = 4.15 dB/m − 0.20 dB/m2 · z (linear, left dia-
gram) and αUV (z) = 0.85 dB/m · exp(z/0.96 m) + 0.56 dB/m (exponential decay,
right diagram) with the correlation coefficients r2 = 0.326 and 0.874, respectively.



Fig. 4. Comparison of UV-induced losses by irradiation of the 5 m long FDP fiber (solid
lines) and the 0.5 m long FVP fiber (dashed lines) using the Heraeus D2 lamp at room
temperature (293 K) and liquid nitrogen temperature (77 K) for 4 h UV-irradiation;
the measurement errors are shown for selected wavelengths, calculated with error
propagation and estimated variations of FOS signal.

Fig. 6.Kinetics of defect generation at 214 nmand 265 nm for 12 h irradiation of FDP fiber
(5 m length) with the Heraeus D2 lamp at 77 K followed by 12 h annealing at 77 K and
4 h annealing at room temperature (293 K). The vertical dotted lines show the different
sections of processing; the recovery at 77 K can be approximated using one exponential
decay function as follows: L(t) = 0.32 dB · exp(−t/5.3 h) + 3.57 dB at 214 nm (lower
curve) and L(t) = 0.45 dB · exp(−t/4.0 h) + 4.43 dB at 265 nm, with the correlation
coefficients r2 = 0.844 and 0.887, respectively; the recovery at room temperature, after
24 h total processing time is shown in Fig. 7 in more detail.
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are shown in Fig. 5. First of all, there will be a transmission increase
below 210 nm after the cooling-down phase, from room temperature
to 77 K (liquid nitrogen). At 200 nm, a gain of 0.20 dB for the 5 m long
fiberwasmeasured. After 12 hUV irradiation at 77 K, the optical absorp-
tion band at 265 nm is dominantwith a value of 5.0 dB; the induced loss
of 3.9 dB at 214 nm is smaller compared to the 265 nm loss at 77 K and
comparable to the 214 nm loss of 3.5 dB at room temperature in Fig. 4.
The same behavior at 77 K is shown in Fig. 4, after 4 h UV irradiation.

Taking the fiber out of the Dewar flask, the fiber was quickly
warmed up. After 30 s, the 214 nm loss is higher, while the 265 nm
loss is smaller by a factor of two. An additional 4 h recovery at room
temperature shows that both absorption bands are reduced; especial-
ly the 265 nm loss is below 0.3 dB.

Using a different point of view, the temporal behavior of both ab-
sorption bands is shown in Fig. 6. First of all, the losses after 12 h UV
irradiation at 77 K are not saturated; still, the values of both slopes
are 0.19 dB/h for 214 nm and 0.26 dB/h for 265 nm. Consecutively,
the recovery at 77 K and room temperature without continuous UV
light was observed. By keeping the fiber in the Dewar flask at 77 K
for 12 h, the optical absorption bands decay slightly: the loss reduc-
tion at 214 and 265 nm is less than 0.5 dB. However, as soon as the
FDP fiber is warmed up to room temperature, a rapid drop followed
by an exponential decay of the UV-induced loss at 265 nm is seen.
At 214 nm, in contrast, a rapid increase followed by a nearly linear
decay is observed. To monitor these abrupt changes more precisely
Fig. 5. Spectral UV losses in FDP fiber (5 m length) by UV irradiation with the Heraeus
D2 lamp for 12 h at 77 K (solid line), post-irradiation warming up to 293 K (dashed
line) and recovery at room temperature (bold and dashed line); before irradiation,
the fiber was cooled down to 77 K showing a transmission gain of the fiber below
210 nm (lowest line).
during the warming-up phase, the shutter was opened continuously
starting 45 s before and 90 s after this step of removing the fiber
from the flask.

The warming-up phase from 77 K to room temperature plus the
consecutive recovery at room-temperature was studied in more de-
tail (Fig. 7), for different 24 h UV-damaging processes. In case A
(see Fig. 6), a 12 h recovery took place after 12 h UV irradiation, in
contrast to a 24 h continuous UV irradiation in case B. Because the
power level was different in both cases and no saturation was found
after 24 h irradiation, the starting values are quite different: 4.3 dB
or 14.8 dB at 265 nm and 3.7 or 11.5 dB at 214 nm in cases A and B,
respectively.
Fig. 7. Kinetics of 214 nm and 265 nm losses during warming-up phase and consecutive re-
covery at room temperature, after two different processes using the FDP fiber (5 m length):
12 h UV-irradiation and 12 h recovery at 77 K (case A; see Fig. 6, too) and 24 h
UV-irradiation (case B); taking the first quick drop not into account, the measured curves
for 265 nm (lower curves) can be approximated with two exponential decay functions as
follows: L(t) = 0.65 dB · exp(−t/5.0 min) + 0.71 dB · exp(−t/42.0 min) + 0.34 dB in
case A and L(t) = 2.32 dB · exp(−t/5.3 min) + 1.13 dB · exp(−t/55.9 min) + 0.81 dB
in case B with correlation coefficients r2 = 0.993 and 0.995, respectively; after 0.5 h, the
measured curves for 214 nm (upper curves) can be approximated with one exponential
decay function as follows: L(t) = 2.18 dB · exp(−t/6.0 h) + 3.0 dB in case A and L(t) =
2.38 dB · exp(−t/1.96 h) + 5.14 dB in case B, with correlation coefficients r2 = 0.967
and 0.991, respectively.



Fig. 9.Kinetics of 214 nmand265 nm losses of the FDPfiber (5 m length)during12 h recov-
ery at 77 K and consecutive warming-up phase and recovery at room temperature, after 4 h
laser irradiation; the recovery at 77 K canbe approximatedwith one exponential decay func-
tion as follows: L(t) = 0.21 dB · exp(−t/5.0 h) + 1.26 dB for 214 nm and L(t) =
0.724 dB · exp(−t/6.5 h) + 2.47 dB for 265 nm with correlation coefficients r2 = 0.87
and 0.957, respectively; by taking the first rapid drop not into account, the 265 nm recovery
(lower curve) at room temperaturewas approximatedwith twoexponential decay functions
as follows: L(t) = 0.84 dB · exp(−t/2.0 min) + 0.49 dB · exp(−t/30.7 min) + 0.25 dB
with a correlation coefficient r2 = 0.992; after 0.5 h, the measured curves for 214 nm
(upper curves) can be approximated linearly as follows: L(t) = 4.5 dB − 0.82 dB/h · t,
with a correlation coefficient r2 = 0.854.
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In first step during the warming-up phase, there were rapid
changes of the optical absorption bands at 214 nm and 265 nm with-
in several seconds. There is a sharp drop at 265 nm, especially in case
B (>10 dB). On the other hand, the 214 nm loss is sharply reduced in
case B (>2 dB) and sharply increased in case A (>2.5 dB). Although
the starting values were different, the decay of the absorption band
at 265 nm is similar at room temperature. Neglecting the sharp
drop and using two decay functions, the time constants during the re-
covery at room temperature are similar: td,fast = 5.0 min (A) or
5.3 min (B) and td,slow = 42 min (A) or 55.9 min (B), with correla-
tion coefficients of r2 > 0.95. On the other hand, the 214 nm loss at
room temperature can be approximated with one exponential decay
function, after 0.5 h; however, the time constants are different:
td = 6.0 h (A) or 1.96 h (B). Although no significant changes at the
reference wavelength of 330 nm have been observed, the baseline
at 214 nm can change during long-term studies slightly influencing
the time constants.

Similar behavior in regard to photo-darkening and recovery of
5 m long FDP fiber at different temperatures (77 K and room temper-
ature = 293 K) was observed using the 355 nm HPP laser system.
Similar to D2 lamp damage at different temperatures (Fig. 4), the
laser-induced loss of the absorption band at 214 nm is smaller in
the order of 8 dB (Fig. 8). On the other hand, the induced 265 nm
loss of 1.6 dB was independent at both fiber temperatures used.

After 4 h of UV damage of the 5 m long FDP fiber due to 355 nm
laser irradiation, the temporal recovery at different temperatures
(77 K and 293 K) is studied (Fig. 9), similar to Fig. 6 with D2 lamp ir-
radiation. At 77 K, the 214 nm absorption band is decaying from
3.8 dB to 2.6 dB within 12 h; on the other hand, the recovery of the
265 nm optical absorption band is less than 0.2 dB within 12 h.

By warming-up the FUT from 77 K to room temperature, a similar
behavior at both wavelengths is observed in accordance to the results
shown in Fig. 6. There is a rapid increase of the 214 nm loss of 2.0 dB
to a total loss value of 4.6 dB, followed by a recovery to 4 dB, which is
approximately linear with time, with a slope value of 0.2 dB/h. On the
other hand, the 265 nm band drops rapidly within seconds and de-
cays exponentially with similar time constants td, fast = 2.0 min and
td, slow = 30.7 min.

4. Discussion

In all tests, a gain in transmission was observed below 210 nm
wavelength when the fibers were cooled to 77 K (see Fig. 5). The ab-
sorption edge in silica glass, obeying Urbach's rule, extrapolated, is
too small at 200 nmwavelength to explain this effect [15,39]. Howev-
er, additional extrinsic absorptions due to impurities like chlorine and
hydroxyl-groups are limiting the deep-UV transparency. On cooling
down the fiber with high OH content core (>600 ppm), in particular,
Fig. 8. Comparison of induced loss of the FDP fiber (5 m length) by the 355 nm HPP
laser system, at room temperature (293 K, solid line) and 77 K (dashed line).
the temperature dependent optical absorption band tail of the strong
Si-OH absorption is shifted to a lower wavelength.

Using the broadband D2 lamp, the E′ center with optical absorption
band at 214 nm (5.8 eV) is mainly generated in the improved FDP fiber
[10] at room temperature. As indicated in the introduction, the follow-
ing reactions to generate E′ centers (`Si•) and non-bridging oxygen
hole centers (NBOHC, `Si\O•) via a one-photon process with UV
light below 220 nm are possible [6,7,14,20], with intrinsic or impurity
bonds and precursors P [6,14]:

≡Si–Hþ hv→≡Si•þH0 ð2Þ

≡Si–Clþ hv→≡Si•þ Cl0 ð3Þ

≡Si–O–Si≡þ hv→≡Si•þ •O–Si≡ ð4Þ

PE′ þ hv→≡Si•: ð5Þ

In high OH silica, an additional process for generation of NBOHC is
as follows:

≡Si–OHþ hv→≡Si–O•þ H0
: ð6Þ

At room temperature (see Figs. 2 and 4), the reaction described in
Eqs. (2) and (3) is dominant. Because radiolytic hydrogen due to reac-
tions (2) and (6) and molecular hydrogen from the surrounding atmo-
sphere is present and verymobile, NBOHCs are hardly observed at room
temperature. Therefore, the saturation of defects was measured
[9,12,37] in standard FVP fibers (1st generation of UV fibers with
undoped synthetic silica core and fluorine-doped cladding) and FDP fi-
bers (latest generation of improved UV fibers).

As indicated by the measurement results the main mechanisms of
defect generation in high OH silica fibers due to irradiation with a D2

lamp at 77 K total temperature are different to those at room temper-
ature. First of all, no limits of UV-induced loss at 214 nm and 265 nm
were observed up to 12 h irradiation (Fig. 6) and more.

In addition, the UV-induced loss at 214 nm is lower in comparison
to the 265 nm loss, even for both UV fibers. Taking the different
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lengths into account, the spectral shape and the loss values at the se-
lected wavelengths are nearly the same. Therefore, we can conclude
that the reactions (4) and (6) are more dominant at low temperature,
leading to a significantly higher concentration of NBOHCs (see Fig. 4).
The mobility of radiolytically generated atomic or molecular hydro-
gen is reduced significantly; therefore, the passivation of the defects
generated by the UV light from the D2 lamp is also reduced. This
can be confirmed by the fact, that no saturation of the defects is ob-
served after 12 h or even 24 h of continuous UV irradiation, in con-
trast to damaging tests at room temperature [9,12,37]. Because
there is no dynamic equilibrium between defect generation and pas-
sivation at 77 K, we conclude that the passivation of E′ centers and
NBOHCs is not thermally activated at cryogenic temperatures.

Using the pulsed 355 nm HPP laser system, with maximum peak
power densities of 26 MW/cm2 below the damage threshold of the op-
tical fiber end faces [1,21], no absorption was observed at the operating
wavelength of the laser. On the other hand, the optical absorption bands
at 214 nm and 265 nm are generated at room temperature and 77 K.
Similar to the D2 lamp damage at room temperature, these bands can
be explained by the E′ center (214 nm, 5.8 eV) and NBOHC (265 nm,
4.8 eV), as described in Ref. [5,7,14]. By using the 355 nm pulsed laser,
two damaging mechanism can be taken into account: either by
two-photon processes (2∙3.5 eV = 7.0 eV, [2,4,33]) or two-step pro-
cesses on impurity sites [6,7,26]. As shown in Fig. 9, the temporal behav-
ior of optical absorption between 200 nm and 300 nm cannot be
monitored during laser irradiation with the implemented setup.

In the following, the recovery at 77 K and after warming-up, the re-
covery at room temperature will be discussed. In both cases, the broad-
band D2 lamp was used for probing (5 s) as described in the
experimental setup. At 77 K, only a slight recovery took place, as indicat-
ed by the spectral transmission probed with the D2 lamp. The time con-
stants over 12 h of darkness were determined by least-squares
regression (Figs. 6 and 9). The time constants for 214 nm and 265 nm
losses are in the order of 5 h (from 4.0 up to 6.3 h). Probing the fiber
for 5 s, the loss increase is less than 0.0005 dB at both wavelengths,
based on the slope of 0.25 dB/h in Fig. 6.

By taking the fiber out of the Dewar flask, abrupt transmission
changes were measured within b30 s. Based on the above data, the
loss increase during this warming-up phase under continuous UV ir-
radiation for 135 s is less than 0.02 dB: UV light alone cannot explain
the abrupt increases of 214 nm loss (Figs. 6 and 9). Therefore, we
conclude that the thermal effects are dominant. The rise time of the
temperature is in the same order of b30 s due to the small radius of
the fiber (55 μm) and volume to be warmed up. As proposed in Ref.
[6,7,14], additional reactions to generate E′ centers are possible:

SiO2ð Þ þ n :hv→ SiO2ð Þ� ð7Þ

SiO2ð Þ� þ P→≡Si•: ð8Þ

In the first step, even at cryogenic temperatures, excited states
(SiO2)* are generated either due to one-photon absorption (n = 1,
D2 lamp) or due to two-photon absorption (n = 2, 355 nm laser).
In the second step, these excited states relax into ground states or
transfer their energy to precursors P (see above) to reach the final de-
fect, the E′ centers. In our case, the E′ centers are thermally activated
in the presence of excited states, which are generated at 77 K by both
UV light sources (Eq. (7)), due to the transformation from precursors
P according to Eq. (8).

On the other hand, the abrupt reduction of NBOHC at 265 nm dur-
ing the warming-up phase and the consecutive recovery at room
temperature are based on the following equation, in the presence of
molecular hydrogen:

≡Si–O•þ H2→Si–OHþH0
: ð9Þ
This molecular hydrogen, with a significantly high mobility at
room temperature, is already present due to diffusion from the sur-
rounding atmosphere (short diffusion lengths) or produced by di-
merization of atomic hydrogen according to Eqs. (2) and (6). For
265 nm, an exponential decay with two different decay functions
and time-constants was approximated; the values are in the order
of minutes (fast) and hours (low). In addition to the passivation of
NBOHC, E′ centers will also be passivated due to the mobile hydrogen.

In addition to the well-established viewpoint about E′ centers with
an absorption band around 214 nm and NBOHCs with an absorption
band around 265 nm, themeasurement results show similarities to rel-
atively recent developments in the same field [20]. In the wavelength
region from 200 nm up to 300 nm, the measured spectral absorption
after D2 lamp irradiation (Figs. 4 and 5) and 355 nmpulsed laser irradi-
ation (not shown in a spectral plot, but also obvious in Fig. 9) is nearly
the same in shape (see Figs. 1, 3 and 6 in Ref. [20]). However, the studies
have been carried outwith high OH synthetic silica bulk samples irradi-
ated by F2 laser and UV-photobleached at room temperature. Because
no electron paramagnetic resonance (EPR) signals have beenmeasured,
the authors of Ref. [20] concluded that the NBOHC absorption band is
non-Gaussian also covering the deep-UV range, with a significant con-
tribution in the “E′ center” region around 214 nm. As shown in Fig. 6
of Ref. [20], the optical absorption bandof dangling bonds in amorphous
SiO2 can be approximated by five Gaussian functions. With our current
data on UV fibers with synthetic silica as the core material, the similar-
ities in respect to spectral shape and parallel change of optical attenua-
tion, described in Ref. [20] are really surprising. However, these first
fiber-optic results are not sufficient to confirm this new model. Further
testswith different steps of temperature difference, starting at liquid ni-
trogen temperature (77 K) are planned to determine the optical ab-
sorption in this wavelength region in more detail.

5. Conclusion

At a cryogenic temperature of 77 K and room temperature, UV de-
fect generation in step-index UV fibers with high OH undoped silica
core and F-doped cladding was studied. The photo-darkening between
200 nm and 300 nm was measured using two types of UV sources.
Using a broadband D2 lamp or especially the UV light below 225 nm,
the defects are generated by a one-photon process; on the other hand,
the 355 nm laser light can generate the same optical absorption due
to two-photon absorption or two-step processes. Although different
light sources were used, the spectral shape after UV damaging was
very similar, at 77 K and room temperature.

Studying the recovery behavior, it was observed that the recovery at
214 nm and 265 nmwas small at 77 K. By warming-up the fiber sample
to room temperature, the losses changed suddenly, within less than 30 s.
While the loss at 265 nm dropped, the loss at 214 nm increased or de-
creased, depending on the existing defects or precursors beforewarming
up. After the abrupt changes, an additional exponential decay with fast
(b5 min) and slow (>1 h) time constants was determined.

By describing the observations, several mechanismswere discussed.
Based on the explanations, that the optical absorption band around
214 nm (5.8 eV) is related to E′ centers and around 265 nm (4.7 eV)
to NBOHC, mobile atomic and molecular hydrogen was indicated as a
major factor; especially in high OH silica, hydrogen can be generated
by UV light. Using a newmodel of oxygen dangling bonds [20] for com-
parison, the optical absorptionmeasured here showed a surprising con-
gruity. However; because only optical absorption was measurable, the
final proof of the new model with our application orientated results is
not possible at the moment.
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